
Model LM–GH320-OEM 
(white)

LM–GH280-OE 
(white)

LM–GH300-OE 
(white)

LM–GH320-OE 
(white)

LM–GH380-OE 
(light green)

Weight (g/m2) 320 ± 10% 280 ± 10% 300 ± 10% 320 ± 10% 380 ± 10%

Thickness (mm) 5.0±0.5 5.2±0.5 5.2±0.5 5.2±0.5 5.2±0.5

Air permeability (L/m2/s) 800–1300 ≥1200 ≥1200 ≥1200 ≥1200

Filtration Efficiency (%) ≥98.5 ≥97 ≥97 ≥97 ≥97

Heat Resistance (°C) ≥150 ≥150 ≥150 ≥150 ≥150

Flame Retardancy F1 F1 F1 F1 F1

Pore Size (μm) 160 140–170 140–170 140–170 130–150

Dust Holding Capacity 
(g/m2)

≥700 ≥600 ≥600 ≥600 ≥600

Antibacterial Filter Cloth
LEIMAN NON-WOVEN FILTER CLOTH

It is suitable for automobile cabin 

filters. It has the functions of nano-

silver ion sterilization and activated 

carbon adsorption. It also has natural 

plant polyphenols to prevent allergen 

particles from escaping from the 

filter, achieving the purpose of killing 

bacteria, removing harmful gases and 

protecting health.

TECHNICAL DATA SHEET: LM–CAJT350LM-AG

● Weight: 450 g/m2 ± 10%

● Thickness: 1.1±0.2 mm

● Air Permeability: ≥1200 L/m2/s

● Pressure Drop: ≤6 Pa

● Filtration Efficiency:

  1 μm: ≥30%

  2 μm: ≥50%

  5 μm: ≥65%

LM–CAJT350LM-AG
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